Priyal Corporation

dVCOI

3/2-Way Direct Acting,

Solenoid Valves.

Normally Closed, Normally Open,
Universal Type.

DATA SHEET
9321B
9322B
9323B

SPECIFICATIONS

Sizes

End Connections

Construction-Body

Differential Pressure
Temperature of fluid

-Seat

Coil Voltage

Coil Insulation and
Temperature.

Coil Rating

Enclosure

Fluids

Optional Features

:6mm (1/47).
: Standard-G-1SO-228 (BSP-F),

: Standard-Brass forged IS 6912,

: Standard-Nitrile (Buna ‘N’),

: Ambient upto 42°C.

: Continuously rated.

:0to 10 bar.
:-5°C to 80 °C.
: Standard-230-volts,

Optional - NPT.
Optional-SS AISI 304/316.

Optional-Viton, Neoprene, EPDM.

50Hz. A C.
Optional - 24,110, 240 V DC & AC
50Hz or 60Hz.

Class ‘H’ insulated upto 155°C.

: Standard-General purpose

SQ. moulded coil upto IP-20,
Optional-Weatherproof

SQ. moulded coil upto IP-67,
Flameproof coil upto FLP IIC.

: Air, gas, light oil, water,

: Manual override, mounting

mild corrosive fluids.

Note
bracket.

SPECIFICATION TABLE

Sales Point

Application

: Simple, reliable valve for

multi-million operation, having
inlet, outlet and exhaust port,
in the same plain and on the body.

: For operating Diaphragm

valves, Single acting cylinders,

clutches, automation of any type,
lubrication devices, textile

printing and processing machinery.

: USE OF FILTER IN THE INLET

SIDE IS HIGHLY RECOMMENDED .

3/2 WAY NORMALLY CLOSED IXI:D@N\A
; : Flow | ppis Maximum Operating Pressure (bar) ) VA | Watt )
Cl\al‘fjanl'\ot?;'e g:g: osr:gge FaKc\t,or 'I;nrlglsrgg:z AC DC BTP || Maesal C;r;tr. Rating| Rating| ©°! Housing
Inch | mm | M¥hr.| bar |Air/Gas| Water |Light Oil|Air/Gas| Water [Light Oill bar [Body| Seat AC | DC | Type

9321B10 | 1/4 1 0.04 0 12 10 8 12 11 10 40 | BR | BN | 41 18 12 |M45.1] SQ
9321B15 | 1/4 | 1.5 | 0.07 0 10 9 7 10 9.5 8 40 | BR | BN | 41 18 12 |M45.1] SQ
9321B20 | 1/4 2 0.08 0 hS U 5 8 V() 6 40 BR | BN | 4.1 18 12 |M45.1] SQ
9321B25 | 1/4 | 2.5 | 0.1 0 4.5 4 315 5 4.5 4 40 BR | BN | 4.1 18 12 |[M45.1] SQ
9321B30 | 1/4 3 0.15 0 29 2 2 2.5 2 2 40 BR | BN | 4.1 18 12 |M45.1] SQ

3/2 WAY NORMALLY OPEN w
9322B10 | 1/4 1 0.04 0 10 9 7 10 9.5 8 40 BR | BN | 4.1 18 12 |M45.1] SQ
9322B15 | 1/4 | 1.5 | 0.07 0 7 6 5 7 6 5 40 BR | BN | 4.1 18 12 |M45.1] SQ
9322B20 | 1/4 2 0.08 0 5.5 5 4 5.5 5 4.5 40 BR | BN | 4.1 18 12 |M45.1] SQ
9322B25 | 1/4 | 25 | 0.11 0 5 4 3 5 4 3.5 40 | BR | BN | 41 18 12 |M45.1] SQ
9322B30 | 1/4 3 0.15 0 25 2 2 25 2 2 40 BR | BN | 4.1 18 12 |M45.1] SQ

3/2 WAY UNIVERSAL TYPE AvEEI A
9323B10 | 1/4 1 0.04 0 9 8 7 9 8 7 40 BR | BN | 4.1 18 12 |M45.1] SQ
9323B15 | 1/4 | 1.5 | 0.07 0 7 6 5 7 6 5 40 BR | BN | 4.1 18 12 |M45.1] SQ
9323B20 | 1/4 2 0.08 0 5 4 3.5 5 4 3.5 40 | BR | BN | 41 18 12 |M45.1] SQ
9323B25 | 1/4 | 25 | 0.1 0 4 35 3 4 35 3.0 40 | BR | BN | 4.1 18 12 |M45.1] SQ
9323B30 | 1/4 3 0.15 0 2 1.5 1 2 1.5 1 40 BR | BN | 4.1 18 12 |M45.1] SQ
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